
ATMOS MONOSOLAR HOT WATER SYSTEM LINKED TO  
ATMOS MULTI (24/80, 24/80Plus, 32/80)  
CONDENSING GAS COMBINATION BOILER. 

For use with the wall frame and pipe work assembly kit 

PUMP 

Important note; 
Do not fit any valve 
between the cold 
feed from the UV3 
manifold and the cold 
water inlet to the 
Multi.  

Cap off top 22mm 
connection 

ATMOS MULTI SOLAR 
COMPATIBLE CONDENSING 
GAS COMBINATION BOILER 

CH flow and 
return 

UV3 manifold 

Remove brass nut on 
back. Fit ¾” MI 
copper connection 
(15 or 22mm) to 
MonoSolar cold inlet 

Hot water outlet 
from MonoSolar 
connects to the 
15mm cold water 
inlet of the Multi 

Cold water in to normal 
connection on valve plate MONOSOLAR 

THERMAL 
STORE 

Notes; 
1) The above is diagrammatic only, not to scale. See manufacturers installation instructions. 
2) Hot outlet from MonoSolar connects directly to the cold inlet of the Multi boiler. Do not fit any valves in this 

line. 
3) This arrangement is not suitable for use with secondary re-circulating hot water systems. 


